
WIRELESS GAS DETECTION & SHUT OFF SYSTEM

The Flowtech Wireless Gas Detection and Shut Off system have been developed (under an exclusive license from the Worldwide Patent Holders, Linden Shield Limited) to detect harmful levels of Carbon Monoxide, Natural or Liquid Gases in the home and provide both Visual and Audible Alarms and Shut Off the gas supply to prevent further gas build up.  

The systems are flexible, simple to install and offer the Home-owner or Housing Provider the highest level of protection against Carbon Monoxide poisoning or the build up of   combustible gases. 

System Overview - Wireless


The Wireless Carbon Monoxide and Combustible Gas Detection and Shut Off system comprises a Wireless Alarm Panel which can be linked with up to 40 Detectors - Carbon Monoxide, Natural Gas or LPG – and in the event of harmful gas levels being detected this Alarm Panel provides power to a Gas Meter Control Lever Actuator (or Manipulator) to close the Gas Supply.
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                           Gas Meter Control Actuator                   

A typical installation with multi-level detectors installed and communicating by wireless with the Receiver/Transmitter connected to the shut off device – valve or manipulator. 
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· Each system operates on a unique code to prevent cross communications with adjoining properties – e.g. in apartments


· Detectors can be supplied with UK Plug or ready for hard wiring

Technical Information 

	
	Carbon Monoxide Detector
	Control Panel 

	Power 
	230v AC 
	230vAC  500mA

	Power Consumption
	<3W
	<2W

	Environment 
	Temp – 0-55°C  Humidity - <95%
	Temp – 0-55°C  Humidity - <95%

	Response Time 
	<30 seconds 
	<5 seconds 

	Alarm 
	Visual & Audible (90 db) 
	Visual only

	Weight 
	270 g 
	128 g 

	Size 
	126 x 78 x 37 mm
	110 x 84 x 40 mm

	Frequency 
	433 MHz
	433 MHz

	Range 
	200 meters in Open Ground

	Approvals 
	Carbon Monoxide Detector EN50291                                 Combustible Gases Detector EN50194


The Flowtech system is designed to provide Visual and Audible Alarms in line with EN50291 and EN50194 levels and close the gas supply to prevent further build up. In both cases the gas supply will be closed within 45 seconds of the alarm level being reached.


	
	Gas Meter Control Lever Shut Off

	Environment 
	Temp : -10-50°C  Humidity - <95%

	Torque 
	40 kg cm

	Reset 
	Reset button on Control Panel or Manual on device 

	Closing Time 
	5-10 seconds

	Rated Voltage 
	12vDC

	Operating Voltage
	6v-18v DC

	Rated Power 
	1.2W


Gas Meter Control Lever Shut Off is supplied with 2 sizes of Mounting bracket to match with the Gas Meter Control valve size and receives 12v DC supply from the Alarm Panel link only when required to close the gas supply. 

The Gas Meter Control Lever Shut Off device is easily mounted onto the Lever control and requires no interruption of the gas supply line and no engineer to install it. A Manual Reset function is incorporated into the device for maintenance or servicing purposes. 


Produced by Flowtech Controls Ltd – A PEERLESS COMPANY 


